Schemat podiaczenia modutéw oswietlenia
awaryjnego typu:
Connection schema of emergency lighting kits :
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Legenda:

PE - w zaleznosci od modelu EVG opcjonalne przytacze przewodu
ochronnego,

@ - swietlowka dziatajaca w trybie sieciowo-awaryjnym,

11,12 - zaciski przycisku wywotujgcego tryb testu (nie dotyczy modutéw
serii DATA),

S1,S2 - zaciski magistrali komunikacyjnej TM-BUS (dotyczy modutow
serii DATA),

- miejsce roztgczenia obwodu w oprawie, gdzie "8" oznacza numer
zacisku modutu o$wietlenia awaryjnego do ktérego nalezy podtgczy¢
dany przewdd.

Przewdd dioda LED - df. 90 lub 30 cm. Czarny "+", czarno - czerwony "-",
Przewdd akumulatora - dt. 30 cm. Czerwony "+", czarny "-".

Uwagal!

Powyzszy schemat potaczen moze by¢ niewfasciwy dla niektorych typow
statecznikow elektronicznych.

Przy wykonywaniu podtaczenia modutu o$wietlenia awaryjnego nalezy
przestrzegac¢ zalecen producenta EVG dotyczacych dtugosci przewoddw
przytaczeniowych.

Wszystkie przewody przytgczeniowe powinny by¢ jak najkrotsze.

Przed przystapieniem do prac zapoznaj si¢ z instrukcjg uzytkowania
modutu o$wietlenia awaryjnego VIP.

Prosimy o doktadne przetestowanie uktadu po zamontowaniu w oprawie.
W razie pytan prosimy o kontakt pod nr: +48 12 444 60 60 wew. 60
Legend:

PE - depending on EVG model optional connection of protective lead,

@ - fluorescent lamp working in maintained mode,

t1,t2 - clip of the button caused test mode (not refer to DATA emergency
lighting kits)

$1,82 - clip of communication TM-BUS (refer to DATA emergency lighting
kits),

- place of lead disconnexion in fitting, where "8" mean number of
emergency lighting kit's clip to which lead should be connected.

LED diode lead -length 90 or 30 cm. Black "+", black and red "-".
Accumulator's lead - length 30 cm. Red "+" , black "-"

Attention!

The above connection scheme might be incompatible for some types of
electronic ballasts.

During connection of emergency lighting kit, EVG manufacturer's
recommendation according to length of lead should be obey.

All connection leads should be as short as possible.

Please read the manual of VIP emergency lighting kit carefully before use.
Please test carefully your circuit after instalation. More details tel:

+48 12 444 60 60 ext. 60

NR. Schem. 013

Weron - Toiora] T TMTECHNOLOGIE




